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Design thinking  /

 When I started to think up the Kerakoll house p roject, I wanted to 
develop something fresh, never seen before, an idea of space featuring 
a strong personality. I thought about something coherent and unitary 
that stood out for its formal rigour and overcame the traditional division 
of rooms designed as a series of separate surfaces
Kerakoll Design House is the embodiment of this idea: an integrated 
project featuring innovative materials — cement, resin, handcrafted 
wood, micro-coatings, paints and glazes — coordinated in a single 
colour palette. A new style of interio r design, where the environments 
and the walls merge into each  other: materials, textures and colours 
blend t ogether. Floors and coatings, walls, fixtures, furnishing 
acces sories, lighting and heating fixtures all become a single seamless 
surface . ——
 
        Gian Luca Sghedoni / CEO Kerakoll
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 « Coordinated colours and materials 
are the expression of a new interior design 
idea, featuring a youthful, fresh and 
contemporary sty le. »

Kerakoll Design House
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Design thinking  /



Kerakoll Design House

 « Formal coherence and rigour, for an 
idea of home in which every surface and 
architectural element help to define the 
environment and the overall project . »
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Kerakoll Design House

 « Interiors decorated entirely by 
hand using eco-friendly, innovative 
materials, made to measure to suit the 
taste of those who will be living in the 
house . »
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Design thinking  /

 « New living environments that are 
born from the  need to personalize our 
home with ever less mass-produced 
articles that are increasingly close to new 
lifestyles . »
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Design thinking  /



Kerakoll Design House

 « A project to enhance rooms that 
combines the fascination of chromatic 
continuity with the different material s used 
for the surfaces . »
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 « A unique idea of contemporary home, 
which makes use of new technological materials 
to enable easy modification and renovation  of 
rooms, focusing on continuity of colours and 
materials . »

Kerakoll Design House
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Kerakoll Design House

Cementoresina

Legno+Color Small

Patina

Cementoflex

Decor

Legno+Color Medium

WallcreteCementocrudo

Legno+Color Large

Paint

Wallpaper

Microresina



Materials /

( KDH ) Kerakoll Design House is an integrated interior design project 
comprising ten innovative materials: from cements and resins for 
continuous floors and coatings – such as Cementoresina, Cementoflex 
and Cementocrudo – to Legno+Color ha rdwood floors, in the three 
sizes Small, Medium and Large; from continuous coatings – such as 
Wallcrete and  Wallpaper – to the continuous surfaces Microresina; 
from decorative paints – such as Paint, Patina, Decor – to the Invisibile 
skirting board. All materials are coordinated in the warm and inviting 
ten-colour Warm Collection palette. —— 
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( KDH ) The atmosphere of the Warm collection is the fruit of 
exclusive, sophisticated research into textures, finishes and 
colours, in the unmistakeable style of Piero Lissoni. Warm is an 
elegant chromatic journey from white to black, through all the 
richness of neutral and natural tones, where the identity of each 
colour is enhanced by the presence of the others. But it is also 
an exploration of tactile and textural aspects: from surfaces as 
smooth as silk to irregular ones with a natural grain. Finally, it is a 
refined visual experience: from mineral marbling to the refinement 
of handmade imperfections, to light refraction effects that create a 
suggestive and elegant atmosphere with great purity of form. ——



Warm Collection  /   
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Warm Collection  /

>  These colours are to be considered merely indicative.
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The art of handmade  /

( KDH ) The surfaces at Kerakoll Design House are creat ed from unique 
processes: manual operations carried out by specialist craftsmen make 
every surface inimitable and impossible to recreate at industrial level.
The craftsmanship of handmade articles can be seen from the  presence 
of distinctive marks, such as refined chr omatic vibrations, differences 
in grain, characteristic marbling, slight ripples: signs left by huma n 
hands during the creative process, that bear witness to the unique ness 
and great value of the surfaces. The delightful irregularitie s created 
by the manual gestures of the skilled decorators are a totally natural 
feature of Kerakoll Design House surfaces, bearing witness to their 
refi nement and uniqueness . ——
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Set Design /  01 >  14

( KDH ) Kerakoll Design House is a project with an international flavour, 
inspired by the attraction of industrial spaces and the most advanced 
contemporary design, featuring continuous  surfaces and coordinated 
colours, to create rooms with an unique style. Each Set Design helps 
imagine the room, with a selection of colours and materials. Thirteen 
spaces that stage the idea of a house according to Kerakoll and  
Piero Lissoni, the project’s art dire ctor . ——
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Wooden floor:
Legno +Color Medium 
(LCM) WR01
—
Wall: 
Wallcrete (WCR) WR04
—
Shelf:
Wallcrete (WCR) WR04
—
Shower flooring:
Cementoresina (CR) WR04
—
Shower surround:
Wallcrete (WCR) WR04
—
Ceiling:
Paint (P) WR04
—
Skirting board:
Invisibile (I) WR04
—

��
Set Design /
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LCM / WR01I / WR04
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WCR / WR04

WCR / WR04
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Set Design /  01

( KDH ) A bathroom project that stresses the purity of water, the simple, 
ritualistic gestures of cl eaning. Natural colours, essential surfaces, the 
beauty of wood all suggest traditions that have created areas of refined 
learning around the art of bodycare.
Around Legno+Color Medium in the luminous shade Warm 01, laid 
straight, the presence of the other surfaces creates delightful 
harmonies: Wallcrete walls and Cementoresina shower tray, Paint 
ceiling and Invisibile skirting board. All proposed in the warm tone 
Warm 04. —— 
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LCM / WR01

WCR / WR04

WCR / WR04

CR / WR04
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Set Design /

Floor: 
Cementoresina (CR) WR05
—
Wall: 
Patina (PA) WR03
—
Ceiling: 
Paint (P) WR03
—

��
Set Design /



Kerakoll Design House

CR / WR05

PA / WR03
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Set Design /  02

( KDH ) In a study, space is a personal dimension.  Every object, every 
element takes on an internal resonance: just a few, unobtrusive 
furnishings, t hat secretly correspond to those who selected them.  
As for the rest: free dom, attention, thought, breath.
A place made up of pure surfaces, leaving an open �eld for possibilities.
The use of Patina Warm 03 on the wall creates an almost pictorial e�ect, 
giving elegant forms of light refraction. The �oor is in Cementoresina,  
in the velvety shade Warm 05. Paint Warm 03 has been chosen for the 
ceiling. Hand made application of all the �nishes is essential for the 
success of the various textures . —— 
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Set Design /  02
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Set Design /

Floor:
Cementoflex (CF) WR06
—
Dark wall:
Wallcrete (WCR) WR06
—
Wood panelling:
Legno +Color Large 
(LCL) WR06
—
Light wall:  
Wallpaper (WP) WR01
—
Ceiling: 
Paint (P) WR01
—

��
Set Design /
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Set Design /  03

LCL / WR06

CF / WR06

WCR / WR06
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Set Design /  03

( KDH ) In this room, destined for rest and pampering, the space is 
designed to give the greatest prominence. A place designed to 
suggest both breadth of horizon and calm pensiveness, defined by 
basic elements: colours, lines and surfaces. The choice of different 
colours for the walls creates a clever counterpoint of s hades:  
Warm 06 for the dark wall in Wallcrete; Wallpaper Warm 01, on the 
other hand, to give maximum luminosi ty. The Cementoflex floor is also 
in Warm 06, as is the wood panelling made of Legno+Color Large . 
The ceiling is in Paint Warm 01. The combination of different finishes 
creates an interesting play of textures . —— 
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Floor:
LegnoNat Large
(LNL) WR00
—
Wall: 
Patina (PA) WR02
—
Ceiling: 
Paint (P) WR02
—

��
Set Design /Set Design /
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LNL / WR00

PA / WR02
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Set Design /  04

( KDH ) Surfaces play a primary role in defining the atmosphere of this 
reading room, which is a play on lig ht, pure tones. The walls, treated 
with Patina Warm 02, are combined with the floor in LegnoNat Large, in 
the natural shade Warm 00, featuring a customised texture, achieved 
by manual operations, that creates a ‘continuous surface ’ effect of 
great appeal. Soft and silky to the touc h, LegnoNat Large ev okes the 
essential style of New York lofts in the Thirties, thanks also to the full 
length format . —— 
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Set Design /

Floor:
Cementoresina (CR) WR03
—
Wall: 
Wallpaper (WP) WR07
—
Window frames:
Decor (DC) WR03
—
Ceiling:
Paint (P) WR07
—
Light fittings:
Decor (DC) WR07
—
Hood:
Patina (PA) WR07
—
Skirting board:
Invisibile (I) WR07
—

��
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Set Design /  05

( KDH ) An open space kitchen outlines a home in which taste, in its 
various forms, is an integral part of day-to-day life. A taste for food , for 
beautiful things, for well-being, for conviviality and intimacy. A space 
that has been created with attention to every detail. This kitchen 
project is dominated by extremely reserved ch romatic harmonies. 
The pale shade of Warm 03 has also been chosen for the �oors in 
Cementoresina and for the doors and windows, treated with Decor. 
The functional features of Wallpaper, in the shade Warm 07, have 
been chosen for the walls, giving surprising light refraction e�ects. 
The ceiling and lighting elements are also in Warm 07, treated with 
Paint and Decor, respectively, with the Patina hood and the Invisibile 
skir ting board. The material di�erences in �nish create re�ned 
chiarosc uro e�ects . —— 
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Set Design /  05

I / WR07
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Set Design /

Floor:
Legno +Color Small 
(LCS) WR08
—
Light wall:  
Patina (PA) WR02
—
Dark wall:  
Patina (PA) WR08
—
Skirting board:
Invisibile (I) WR08
—

��
Set Design /
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LCS / WR08
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Set Design /  06

I / WR08

PA / WR02
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Set Design /  06

( KDH ) A home environment is made up of walls, floors, furnishings. 
But also of impalpable elements, such as light and shade. In this l iving 
project, it is the light and shadow that defines the qual ity of spaces.
An effect with strong appeal, obtained thanks to perfectly calibrated 
colours and materials.
Legno+Color Small, selected for the floors, stands out for the beauty of 
the textures created by the crafting process: in one case it is offered 
in the refined geometry of Italian herringbone; in the other it is laid in a 
brick pattern, both traditional in nature, in the ultra-modern Warm 0 8 
colour. The pale walls in Patina Warm 02 give the room a natural 
elegance; material effects with great impact warm the dark walls in  
Patina Warm 08. The Invisibile skirting board in Warm 08, coord inated 
with the flooring, unites the various rooms . —— 
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I / WR08

PA / WR08
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LCS / WR08
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Set Design /  06
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Set Design /

��
Floor:
Cementoresina (CR) WR01
—
Wall: 
Patina (PA) WR01
—
Ceiling:
Paint (P) WR01
—

Set Design /
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PA / WR01

CR / WR01

92——93



Kerakoll Design House



94——95

Set Design /  07

( KDH ) This living space is dominated by a calm, natural light. 
A pale, silent room, in which light enhances every detail and the few 
furnishin g items chosen are enhanced to the greatest extent. 
This space has a floor in Cementoresina and walls decorated with 
Patina: for both the shade selected is Warm 01, enhancing the essential 
beauty of the surfaces, which are rendered precious by the quality of 
the  materials . —— 
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Set Design /

Floor:
Cementoflex (CF) WR10 
Microresina (MR) WR10
—
Bedroom wall:
Paint (P) WR08
—
Bathroom wall:
Microresina Wall (MRW) WR08
Wallcrete (WCR) WR08
—
Basin:
Wallcrete (WCR) WR08
—
Ceiling: 
Paint (P) WR08
—
Skirting board:
Invisibile (I) WR08
—

��
Set Design /
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P / WR08

I / WR08

P / WR08

CF / WR10
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Set Design /  08

( KDH ) It is the quality of light and shadow that defines the mood of this 
bedroom,  which is in line with the contemporary taste for the b asic 
simplicity of industrial spaces. The result is achieved by combining 
sur faces with an extraordinary material impact. Thanks to the micro-
lines in its texture, the Paint Warm 08 used on the walls of the bedr oom 
enhances the light reflections; the floor is in Cementoflex Warm 10, with 
its seductive colour vibrations. In the bathroom, the ceramic c oating 
has been completely redesigned by application of Microresina Wall 
Warm 08. Made-to-measure walls and washbasin, coated with Wallcrete 
Warm 08, create an elegant continuous effe ct. —— 
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WCR / WR08

MRW / WR08

MRW / WR08

MR / WR10

CF / WR10
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Set Design /  08

WCR / WR08

WCR / WR08
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Floor:
Cementoflex (CF) WR06
Legno +Color Small 
(LCS) WR06 
—
Wall: 
Patina (PA) WR05
Paint (P) WR05 
—
Skirting board:
Invisibile (I) WR05
—

��
Set Design /
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PA / WR05

CF / WR06

I / WR05
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P / WR05

LCS / WR06
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Set Design /  09

( KDH ) In this open space it is the floor surfaces that determine the 
divisions between rooms: Cementoflex and Legno+Color Small wit h 
its delightful size, both in Warm 06, are combined in a refined play o f 
tone-on-tone. The wood laid in a herringbone pattern, with irregular 
and unique textures, is enh anced by the compactness and uniformity 
of the cement, marked by delicate variations in colour. Paint Warm 05, 
with its soft, velvety touch, warms the surfaces of the walls thanks 
to the refined woven effect of the vertical and horizontal micro-lines 
in its texture, created by the brush strokes. The large wall is in Patina 
Warm 05, with its u nmistakeable and particularly attractive ‘old look’ 
appearance . ——
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LCS / WR06

I / WR05

P / WR05
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Set Design /

Floor:
Legno +Color Large
(LCL) WR10
—
Wall: 
Paint (P) WR10
—
Skirting board:  
Invisibile (I) WR10
—

��
Set Design /
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LCL / WR10

I / WR10
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P / WR10
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Set Design /  10

( KDH ) A living room with home working area: a room that stands out 
because of its strong character. This is marked by the choice of black: 
an elegant skin that coats every surface. Light reflections illuminat e 
walls and floor, giving the area a living, dynamic dimens ion. 
The shade Warm 10 has been used for all the surfaces in this room. 
The tone-on-tone e�ects created by the di�erent �nish textures are 
particularly interesting. On Legno+Color Large the light enhances the 
natural design of the grain and the handcrafted �nish. On the walls, Paint 
gives di�erent e�ects: when applied as a glaze e�ect it creates a soft 
chromatic surface; when modelled by pass age of the brush it creates 
a textile e�ect with elegant re�exes. The Invisibile skirting board is a 
silent connecting element between horizontal and ve rtical surfaces . —— 
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Set Design / 

��
Floor:
Cementocrudo (CC) WR06
—
Wall: 
Cementocrudo Wall 
(CCW) WR06
—
Ceiling:
Paint (P) WR06
—
Light fittings:
Paint (P) WR06
—

Set Design /
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Set Design /  11

( KDH ) A bathroom drawn by soft surfaces: the colour vibrations created 
by the materials give a sense of elegant movement to the uniformity 
of the coating. The lighting elements are designed to be light sources 
int egrated in the skin of the surface.
The warm consistency of Cementocrudo allows floor and walls to 
merge into a single element, creating a perfect blend with Paint, used 
for the ceiling and lighting elements. The elegance of the shade Warm 
06, in both coatings, lights up the roughness in  Cementocrudo created 
by the manual gestures of the decorators . ——
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Set Design /

Floor:
Cementoresina (CR) WR09
—
Wall: 
Paint (P) WR04
Patina (PA) WR04
—
Wood panelling:
LegnoNat Large
(LNL) WR00
—
Ceiling:
Paint (P) WR02
—
Window frames:
Decor (DC) WR09
—
Radiator:
Decor (DC) WR09
—
Bench:
Decor (DC) WR09
—
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P / WR02

P / WR04

DC / WR09

CR / WR09
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Set Design /  12

( KDH ) In this living space the brilliance of the dark flooring contrasts 
with the velvety quality of the walls. The delightful hand made 
irregularity of the coatings causes movement in the surfaces, 
creating sensuous light reflection s. The shade Warm 09 used for the 
Cementoresina floor c reates a counterpoint with the shade Warm 04 on 
the walls, decorated with Paint. Also in Paint is the ceiling, in the light 
shade Warm 02, to enhance the luminosity of the room.
The graphic play of the window frames, in Decor Warm 09, is elegant, 
and is also used for the bench and radiators. The aesthetic rigo ur of 
the room is warmed by the wall c oated with Patina Warm 04 and by the 
wood panelling in LegnoNat Large Warm 00 in the surprising natural 
shade. ——
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LNL / WR00
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P / WR04
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DC / WR09

CR / WR09
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Set Design /

Floor:
Legno +Color Medium 
(LCM) WR02
—
Wall: 
Patina (PA) WR03
—
Skirting board:
Invisibile (I) WR03
—

��
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Set Design /  13

( KDH ) It is the presence of wood that gives this bedroom a cosy, natural 
feel. The choice of the right coating, in terms of material, colour, texture, 
is capable of defining a space clearly, confirming it as the  deciding 
element for the success of a project.  
The floor in Legno+Color Medium and the walls in Patina have selected 
shades Warm 02 and Warm 03, enhancing the fresh and intensely 
natural quality of the materials. Warm 03 is also used for the Invisibile 
skirting board . —— 
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Floor:
Microresina (MR) WR01 
Cementoresina (CR) WR01
—
Wall: 
Microresina Wall (MRW) WR01 
Wallpaper (WP) WR01
—
Kitchen:  
Decor (DC) WR01
—
Hood:
Decor (DC) WR01
—
Window frames:
Decor (DC) WR01
—
Ceiling: 
Paint (P) WR01
—

��
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CR / WR01
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( KDH ) A space with an industrial, contemporary feel. A place where 
traditional design restrictions fall away, converting surfaces into a 
strong architectural element. The result is a new, sophisticated living 
environment, in which the choice of total white enhances the aesthetic 
features.  Microresina, in the shade Warm 01, is used to coat the tiles, 
brin ging to light their consistency and shading and creating an elegant, 
continuous surface. White is also used for the old original windows and  
the elements in the kitchen, which have been repainted with Decor. 
Finally, the clean and luminous white of Cementoresina has been used  
for the floors and the indoor pool in the relaxati on area . —— 
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Products  / 

Continuous, 3-layer flooring

Cementoresina  (CR) 
Cementoflex  (CF) 
Cementocrudo  (CC)

Continuous, 3-layer coatings

Cementoresina Wall  (CRW)
Cementocrudo Wall  (CCW)

Continuous, 3-layer wooden flooring

Legno + Color Large  (LCL)
Legno + Color Medium  (LCM)
Legno + Color Small  (LCS)

Continuous, 2-layer coatings

Wallcrete  (WCR)
Wallpaper  (WP)

Redesigning

Microresina  (MR)
Microresina Wall  (MRW)

Decoration

Paint  (P)
Patina  (PA)
Decor  (DC)

Invisibile  (I)

160——161



Cementoresina /   ��

Kerakoll 3-layer Technology in a thickness of only 3.5 mm 
Cementoresina is an innovative and completely new material, 
the fruit of exclusive technology develope d in the Kerakoll 
GreenLab R&D laboratories that gives a 3 layer surfac e just 
3.5 mm thick with incomparable durability with respect to  
other low-thickness materials for conti nuous �ooring .

3-layer Cementoresina �ooring system
1st layer 
> Floorzero: Structural substrate in innovative polymer-
matrix composite reinforced with glass-�bre mesh  (Net 90) 
and quartz (Quarzo 1.3)
2nd layer 
> Cementoresina 1: self-levelling layer of stress dividing, 
cement -polymer matrix with pure white Carrara marble, 
quartz and naturally coloured pigm ents
> Cementoresina 2: High Tech �nishing layer of decorative 
cement-polymer matrix with pure white Carrara marble, 
quartz and naturally coloured pigments
3rd layer 
> Cementoresina 3: EasyClean System polymer-matrix 
sealing layer  
> Cementoresina 4: High-performance water-based 
protective laye r with natural bacteriostatic action (to be 
applied in 2 coats)  

Cementoresina, the dynamic surface for redesigning the 
house
The surfaces in Cementoresina with Kerakoll 3-layer 
Technology are dynamic because they can be renewed 
repeatedl y: once applied, it is possible to quickly change the 
design of your own home simply by sanding and then applying 
a new colour and/or texture .

Cementoresina care and maintenance
Cementoresina is an easy-to-clean continuous surface . To 
maintain its beauty, for cleaning and general upkeep, use 
SuperSoap, a neutral detergent with extracts of lavender . 
Refresher, a nourishing wax that protects against scratches 
and general wear, should be used i n those areas that are 
subject to more intense tra�c to ensure that the surface 
maintains a uniform appearance . In the event of high wear the 
surface can be completely regenerated using the Remover 
Pro + Care Pro professional treatment . 

Cementoresina, easy to retouch
In the event of accidental local spot damage, Cementoresi na 
can be repaired quickly using Repair Pro professional gel or the 
surface can b e recoloured using Recolor stick, available in the 
10 Warm Collection shades. 

Cementoresina
Continuous three-layer �ooring, 3.5 mm thick
Texture: trowelled cement-based resin
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are proof 
of its re�ned and excl usive nature

Intended for:
INTERNAL SURFACES: �oors, stairs (Cementoresina Step), 
spa, steam baths and shower trays  
AREAS OF THE HOME: All 
COMMERCIAL & RETAIL SPACES: heavy foot tra�c, superior 
impact resistance

Product Strengths
— Texture with high aesthetic qualities, featuring ripple s, 
marbling and vibrations in the material that are the fruit of 
imperfections typical of hand-crafted products  
— Surfaces acquire great depth and produce surpri sing 
refractions of light
— It rede�nes the style and design of rooms, creating a 
fascinating and elegant atmosph ere
— The �nish is warm, soft and silky to the touch

Technical Characteristics
— Kerakoll 3-layer Technology (K3S) with Cementoresina 
ensures superio r performance in terms of stability, 
resistance, non-absorbency, ligh t weight, and �exibility
— Eco-friendly and with low bacterial proliferation  
— Superior impact resistance
— Dynamic surface: thanks to Kerakoll 3-layer Technology 
(K3S) the texture and colour of the �ooring can be changed 
quickly and easily, again and again
— Can be applied to any substrate and is ideal for laying on 
old �oorings
— Does not require expansion joints
— Ideal for coating heated substrates
— The Care System maintenance system guarantees long-
lasting beauty and durability

Technical data
Impact resistance (ISO 6272-1): Class 3 � IR20
Shore D Hardness, (ASTM D 2240): 82 
Abrasion resistance (ASTM D 4060): 25 mg with  
CS-17 /1Kg/1,000 cycles 
Test for bacterial growth (ISO 22196): Bacteriostatic, no 
growth
VOC (EN ISO 16000): Very low emissions, compliant with AgBB1

Under�oor heating (EN 1903): Compliant 
Reaction to �re (EN 13501): Class B�-s1

Antiskid (DIN 51130): R9
Antiskid (DIN 51130): R11 (Cementoresina R11)
Antiskid (DIN 51097): Class B (Cementoresina R11)

The Kerakoll Under-screed Soundproo�ng Wellness System
Use of the resilient layer made of regenerated, elasticat ed 
�bre Kerakoll EcoSound 40 under screeds made using Kerakoll 
Keracem Eco or Kerakoll Keracem Eco Pronto guarantees a 
soundproofed laying substrate, wh ich reduces impact noise by 
up to 40 dB and increases soundproo�n g from airborne noise 
by up to 14 dB.
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Cementoresina: special applications

Cementoresina Step
Continuous 3-layer �ooring speci�cally for stairs and steps, 
thickness 2.5 mm  
Texture: trowelled cement-based resin
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exclusive nature

Intended for:
INTERNAL SURFACES: stairs and steps 
AREAS OF THE HOME: All
COMMERCIAL & RETAIL SPACES: heavy foot tra�c

Cementoresina Step system
1st layer 
> Floorzero: Structural substrate in innovative quartz-
reinforced polymer-matrix composite (Quarzo 1.3)
2nd layer 
> Cementoresina 2: High-Tech decorative cement-polymer 
matrix �nishing coat with pure white Carrara marble, quartz, 
and natural coloured  pigments (to be applied in 2 coats)
3rd layer 
> Cementoresina 3: EasyClean System polymer-matrix 
sealing layer 
> Cementoresina 4: High-performance water-based 
protective layer with natural bacteriostatic action (to be 
applied in 2 coats)

Cementoresina: special applications

Cementoresina R11
Continuous 2-layer antiskid �ooring speci�cally for high 
grip �oors, thickness 2 mm  
Texture: trowelled cement-based resin
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are proof 
of its re�ned and excl usive nature

Intended for:
INTERNAL SURFACES: high-grip �ooring
COMMERCIAL SPACES: wellness centres, spas, Turkish baths 
and industrial kitchens

Cementoresina R11 system
1st layer 
> Floorzero: Structural substrate in innovative polymer-
matrix composite reinforced with glass-�bre mesh (Net 90)  
and quartz (Quarzo 1.3)
2nd layer 
> Cementoresina 2: High-Tech decorative cement-polymer 
matrix �nishing coat with pure white Carrara marble, quartz, 
and natural coloured pigments (to be applied in 2 coat s)

Cementoresina /   ��
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Cementoresina Wall /   ���

Kerakoll 3-layer Technology in a thickness of only 3.5 mm 
Cementoresina wall is a completely new and innovative 
materi al developed in the Research and Development 
laboratories of Ke rakoll GreenLab. Due to the exclusive 
technology, it is possible to achie ve a 3-layer surface that 
is only 3.5 mm thick, making it un ique in terms of durability 
compared to ot her materials used in reduced-thickness 
continuous �ooring .

3 layer Cementoresina Wall covering system
1st layer 
> Wallzero: Structural support formed of an innovative 
polymer matrix composite reinforced with a glass �bre mesh 
(Net 90) 
2nd layer 
> Cementoresina 1 Wall: High-Tech cement-polymer matrix 
�exible �nishing coat with pure white Carrara marble, quartz, 
and natural coloured p igments
> Cementoresina 2 Wall: high-tech �nishing layer of 
decorative cement-polymer matrix with pure white Carrara 
marble, quartz and naturally coloured pigments
3rd layer 
> Cementoresina 3: EasyClean System polymer-matrix 
sealing layer 
> Cementoresina 4: High-performance water-based 
protective layer with natural bacteriostatic action (to be 
applied in 2 coats)

Cementoresina wall, the dynamic surface for redesigning 
the hous e
The surfaces in Cementoresina wall with Kerakoll 3-layer 
Technology are dynamic because they can be renewed 
repeatedl y: once applied, it is possible to quickly change 
the design of your own home simply by sanding and then 
applying a new color and/or texture .

Cementoresina Wall, easy to retouch
In the event of accidental local spot damage, Cementoresina 
Wall can be repaired quickly using Repair Pro professional 
gel or the surface can be recoloured using Recolor stick, 
available in the 10 Warm Collection shades. 

Cementoresina Wall
Continuous 3-layer coating, thickness 3.5 mm
Texture: trowelled cement-based resin
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exclusive nature

Intended for:
INTERNAL SURFACES: coverings, showers, bathtubs, 
shelves, washbasin counters and others architectural 
elements
AREAS OF THE HOME: All
COMMERCIAL SPACES: all, including wellness centres, spas 
and Turkish baths

Product Strengths
— High aesthetic qualities texture that features irregularities, 
marbling and vibrations in the material that are the f ruit of 
imperfections typical of hand-crafted products
— Coating that gives great depth and o�ers surprising light 
refraction e�ects
— It rede�nes the style and design of rooms, creating a 
fascinating and e legant atmosphere
— The �nish is warm, soft and silky to the touch

Technical Characteristics
— Kerakoll 3-Layer Technology (K3S) with Cementor esina 
wall ensures superior performance in terms of stability, 
waterproo�ng, light weight, and �exibi lity
— Eco-friendly and with low bacterial proliferation
— Dynamic surface: thanks to Kerakoll 3-Layer Technology 
(K3S) the texture and colour of the covering  can be changed 
quickly and easily, again and agai n
— Ideal for very thin coating of existing surfaces  
— Can be applied over existing tiles without demolition

Technical data
Abrasion resistance (ASTM D 4060): 25 mg with  
CS-17 /1Kg/1,000 cycles 
Test for bacterial growth (ISO 22196): Bacteriostatic, no 
growth
VOC (EN ISO 16000): Very low emissions, compliant with AgBB1
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Cementoflex /   ��

Kerakoll 3-layer Technology in a thickness of only 3.5 mm 
Cemento�ex is an innovative and completely new material, 
the fruit of exclusive technology develope d in the Kerakoll 
GreenLab R&D laboratories that gives a 3 layer surfac e just 
3.5 mm thick with incomparable durability with respect to  
other low-thickness materials for conti nuous �ooring .

3-layer Cemento�ex �ooring system
1st layer 
>  Floorzero: Structural substrate in innovative polymer-
matrix composite reinforced with glass-�bre mesh  (Net 90) 
and quartz (Quarzo 1.3)
2nd layer 
> Cemento�ex 1: Coloured �uid layer made up of  High-
Tech polymer ma trix levelling product reinforced with quartz 
(Quarzo 1.3)
> Cemento�ex 2: texturizing layer in a polymer matrix gel
 3rd layer 
> Cemento�ex 3: high-performance, water-based colored 
protect ive layer 
> Cemento�ex 4: high-performance, protective �nishing 
layer th at is water-based and naturally bacteriostatic (to be 
applied in 2 coats) 

Cemento�ex, the dynamic surface for home redesign
The surfaces in Cemento�ex with Kerakoll 3-layer 
Technology are dynamic because they can be renewed 
repea tedly: once applied, it is possible to quickly change 
the design of your own home simply by sanding and then 
applying a new color and/or texture .

Cemento�ex care and maintenance
Cemento�ex is an easy-to-clean continuous surface . To 
maintain its beauty, for cleaning and general upkeep, use 
SuperSoap, a neutral detergent with extracts of lavender . 
Refresher, a nourishing wax that protects against scratches 
and general wear, should be used in those areas that are 
subject to more intense tra�c to ensure that the surface 
maintains a uniform appearance . In the event of high wear 
the surface can be completely regenerated usi ng the 
Remover Pro + Care Pro professional treatment . 

Cemento�ex, easy to retouch
In the event of accidental local spot damage, Cemento�ex 
can be repaired quickly using Repair Pro professional gel or 
the surface can be recoloure d using Recolor stick, available 
in the 10 Warm Collection shades. 

Cemento�ex
Continuous three-layer �ooring, 3.5 mm thick
Texture: vibrated cement texture
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exc lusive nature

Intended for:
INTERNAL SURFACES: �oors and staircases
AREAS OF THE HOME: All
COMMERCIAL & RETAIL SPACES: heavy foot tra�c

Product Strengths
— Texture that enhances a new matrix formed by signi�cant 
vibrations and re�ned materiality with a com pact, even style
— Surfaces with an industrial appeal suited to a 
contemporary taste
— Creates environments with pure, clean lines
— Extra matt �nish

Technical Characteristics
— The Kerakoll 3-layer technology (K3S) of Cemento�ex 
ensures outstanding performance in terms of sta bility, 
strength, impermeability, �exibility and reduced weight
— Eco-friendly and with low bacterial proliferation
— Dynamic surface: thanks to Kerakoll 3-layer Tec hnology 
(K3S) the texture and colour of the �ooring can be changed 
quickly and easily, again and again
— Can be applied to any substrate and is ideal for laying on 
old �oorings
— Does not require expansion joints
— Ideal for coating heated substrates
— The Care System maintenance system guarantees long-
lasting beauty and durability

Technical data  
Impact resistance (ISO 6272-1): Class 2 IR10-IR20
Shore D Hardness, (ASTM D 2240): 70
Abrasion resistance (ASTM D 4060): 24 mg with  
CS-17/1Kg/1,000 cycles 
Test for bacterial growth (ISO 22196): Bacteriostatic,  no 
growth
VOC (EN ISO 16000): Very low emissions, compliant with 
AgBB�
Under�oor heating (EN 1903): Compliant 
Reaction to �re (EN 13501): Class B�-s1  
Antiskid (DIN 51130): R9
Antiskid (DIN 51097): Class B

The Kerakoll Under-screed Soundproo�ng Wellness System
Use of the resilient layer made of regenerated, elasticate d 
�bre Kerakoll EcoSound 40 under screeds made using Kerakoll 
Keracem Eco or Kerakoll Keracem Eco Pronto guarantees a 
soundproofed laying substrate, wh ich reduces impact noise by 
up to 40 dB and increases soundproo�n g from airborne noise 
by up to 14 dB.
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Kerakoll 3-layer Technology in a thickness of only 3.5 mm 
Cementocrudo is an innovative and completely new material, 
the fruit of exclusive technology developed in the Kerakoll 
GreenLab R&D laboratories that gives a 3 layer surface just 
3.5 mm thick .

3-layer Cementocrudo �ooring system
1st layer 
> Floorzero: Structural substrate in innovative polymer-
matrix composite with glass-�bre mesh (Net 90) and quartz  
(Quarzo 1.3)
2nd layer 
> Cementocrudo 1: Coloured, �exible cement matrix 
�nishing c oat  
> Cementocrudo 2: Decorative coloured mineral ma trix 
�nishing coat with lime, pure white Carrara marble and 
natural pigments (to be applied in 2 coats)
3rd layer 
> Cementocrudo 3: Polymer matrix wax impregnatin g layer 
> Cementocrudo 4: High-performance, protective layer 
that is water-based and naturally bacteriostatic (applied in 2 
coats)

Cementocrudo, the dynamic surface for redesigning the 
house
Surfaces in Kerakoll 3-layer Technology Cementocrudo are 
dynamic, because they can be renewed an in�nity of ti mes: 
once applied, it is possible to quickly change the design of 
your own home simply by sanding and then applying a new 
colour and/or texture .

Care and maintenance of Cementocrudo
Cementocrudo is an easy-to-clean continuous surface . To 
maintain its beauty, for cleaning and general u pkeep, use 
SuperSoap, a neutral detergent with extracts of lav ender. 
To guarantee an even surface �nish it is recommended that 
you use Refresher, the nourishing wax that protect s against 
scratching and prevents wear .

Cementocrudo, easy to retouch
In the event of accidental local spot damage, Cementocrud o 
can be repaired quickly using Repair Pro professional gel or 
the surface can be recoloure d using Recolor stick, available 
in the 10 Warm Collection shades.

Cementocrudo
Continuous three-layer �ooring, 3.5 mm thick
Texture: tadelakt lime
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exclusive nature

Intended for:
INTERNAL SURFACES: �oors
AREAS OF THE HOME: bathrooms (low foot tra�c)

Product Strengths
— It provides a contemporary take on Moroccan tadelakt 
— New texture based on cement, lime, natural pigments and 
waxes, whose uneven colouring and unique re�ection of light 
make surfaces particularly fasci nating
— Hand worked and shaded with a double surface coating, it 
has a smooth and velvety feel th at is quite unique
— It makes it possible to blend bathroom interiors together 
into a single element

Technical Characteristics
— Kerakoll 3-layer Technology (K3S) with Cementocrudo 
ensures superior performance in terms of stability, 
waterproo�ng, light weight, and elasticity
— Eco-friendly and with low bacterial proliferation
— Dynamic surface: thanks to Kerakoll 3-layer Technology 
(K3S) the texture and colour of the �ooring  can be changed 
quickly and easily, again and agai n
— Ideal for very thin coating of existing surfaces  
— Can be applied over existing tiles without demolition
— The Care System maintenance system guarantees long-
lastin g beauty and durability

Technical data
Impact resistance (ISO 6272-1): Class 1 IR4-IR10
Shore D hardness (ASTM D 2240): 57
Surface wear (ASTM D 4060): 32 mg with CS17/1kg/1000 rpm
Test for bacterial growth (ISO 22196): Bacteriostatic, no 
growth
VOC (EN ISO 16000): Very low emissions, compliant with AgBB1

Under�oor heating (EN 1903): Compliant 
Reaction to �re (EN 13501): B�–S1 Class
Antiskid (DIN 51130): R10

The Kerakoll Under-screed Soundproo�ng Wellness System
Use of the resilient layer made of regenerated, elasticate d 
�bre Kerakoll EcoSound 40 under screeds made using Kerakoll 
Keracem Eco or Kerakoll Keracem Eco Pronto guarantees a 
soundproofed laying substrate, wh ich reduces impact noise by 
up to 40 dB and increases soundproo�n g from airborne noise 
by up to 14 dB.

Cementocrudo /   ��
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Cementocrudo Wall
Continuous 3-layer coating, thickness 3.5 mm
Texture: tadelakt lime
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exclusive nature

Intended for:
INTERNAL SURFACES: coverings, showers, washbasin 
counters, shelves  
AREAS OF THE HOME: bathrooms

Product Strengths
— It provides a contemporary take on Moroccan tadelakt 
— New texture based on cement, lime, natural pigments and 
waxes, whose uneven colouring and unique re�ecti on of light 
make surfaces particularly fascinating
— Hand worked and shaded with a double surface coating, i t 
has a smooth and velvety feel that is quite unique
— It makes it possible to blend bathroom interiors together 
into a single element

Technical Characteristics
— Kerakoll 3-layer Technology (K3S) Cementocrudo  Wall 
guarantees superior performance in terms of stability, 
waterproo�ng, lightness and elasticity
— Eco-friendly and with low bacterial proliferation  
— Dynamic surface: thanks to Kerakoll 3-Layer Technology 
(K3S) the texture and colour of the covering  can be changed 
quickly and easily, again and agai n
— Ideal for very thin coating of existing surfaces  
— Can be applied over existing tiles without demolition

Technical data
Surface wear (ASTM D 4060): 32 mg with CS17/1kg/1000 rpm
Test for bacterial growth (ISO 22196): Bacteriostatic, no 
growth
VOC (EN ISO 16000): Very low emissions, compliant with AgBB1

Reaction to �re (EN 13501): Class Bs1-d0

Kerakoll 3-layer Technology in a thickness of only 3.5 mm 
Cementocrudo Wall is an innovative and completely new 
material, the fruit of exclusive te chnology developed in the 
Kerakoll GreenLab R&D laboratories that gives a  3 layer 
surface just 3.5 mm thick .

3 layer Cementocrudo Wall covering system
1st layer 
> Wallzero: Structural support formed of an innovative 
polymer matrix composite reinforced with a glass �bre mesh 
(Net 90) 
2nd layer 
> Cementocrudo 1: Coloured, �exible cement matrix 
�nishing coat  
> Cementocrudo 2: Decorative coloured mineral matrix 
�nishing coat with lime, pure white Carrara marble and 
natural pigments (to be applied in 2 c oats)
3rd layer 
> Cementocrudo 3: Polymer matrix wax impregnating layer  
> Cementocrudo 4: High-performance, protective layer 
that is water-based and natur ally bacteriostatic (applied in 2 
coats)

Cementocrudo Wall, the dynamic surface for redesigning 
the house
Surfaces in Kerakoll 3-layer Technology Cementocrudo Wall 
are dynamic, because they can be renewed an in�nity o f times: 
once applied, it is possible to quickly change the design of your 
own home simply by sanding and then applying a new colour 
and/or texture .

Cementocrudo Wall, easy to retouch
In the event of accidental local spot damage, Cementocrudo  
Wall can be repaired quickly using Repair Pro professional 
gel or the surface can b e recoloured using Recolor stick, 
available in the 10 Warm Collection shades.

Cementocrudo Wall /   ���
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Technical data  
CE marked (UNI EN 14342)
Reaction to �re (EN 13501): Class C�-s1

Formaldehyde measurement (EN 13986  / EN 717): Class E1, 
compliant with the recommendations of the World Health 
Organisation
Thermal conductivity: 0.124 W/m K
Biological durability: Class 1-2
Eco-sustainable, compliant with regulation EUTR no. 
995/2010 (Timber regulation)
Tested in class A+ for VOC emissions (EN ISO 16000)

Legno+Color Kerakoll 3-layer Technology
Legno+Color Large is a 3-layer surface designed to be 
decorated and protected on site (300 g/m2) with Mic roresina, 
a revolutionary micro-resin that pene trates in the wood 
structure becoming a single body . The new material 
obtained, fruit of an exclusive technology developed in 
the Kerakoll GreenLab R&D laboratories, guarantees high 
resistance to abrasion and a manual colouring without 
overlaps that allows the continuous decoration of all the 
surface for an industrially irreproducible aesthetic �nish .

3-layer Legno+Color Large �ooring system
1st layer 
> Legno Large: Multilayer wooden support 70x1250x10 mm
2nd layer 
> Microresina Legno+Color Base: Decorative-protective 
water-based polymer matrix layer (to be applied in 2 coats)
3rd layer *

> Microresina Legno+Color Finish: High-performance 
water-based protective layer with natural bacteriostatic 
action

* For areas subject to high levels of foot traffic it is recommended that a furth er 
coat of Microresina Legno+Color Finish be applied .

Legno+Color Large
Continuous, 3-layer surface comprising multilayer wooden 
elements that are decorated and protected in situ  
Size: 70x1250 mm, thickness 10 mm, chamfer on sides only, 
straight cut at end s
Texture: hand-crafted wood  
Available in the 10 Warm Collection colours and in the 
natural LegnoNat �nish  (Warm Colour 00)

It is hand made by skilled woodworkers
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exclusive natur e

Intended for:
INTERNAL SURFACES: �oors and coatings such as wood 
panelling  
LAYING METHOD: even, continuous gluing only
AREAS OF THE HOME: All
COMMERCIAL & RETAIL SPACES: medium foot tra�c

Product Strengths
— Size that has the contemporary feel of the old industrial 
buildings of SoHo in New York
— New way of designing where the length is determined b y 
the space in which it is applied and not by single element that 
maintains only the perception of the width dictated by t he 
chamfering
— Personalised texture obtained with various cycles of 
facing, sawing, and shaving . The entire work is carried out 
by hand in Italy by wood craftsmen, designed to make every 
element unique and impossible to reproduce industrially
— It has a silk-touch e�ect, satin �nish. Soft and silky to 
touch
— All the attraction of a new continuous wooden surface for 
international style contempor ary environments

Technical Characteristics
— First choice mixed-�ame European oak, processed 
and textured by craftsmen in Italy, comprising two lay ers: 
surface layer in Oak (Farnian oak plant) and high quality birch 
plywood s upport  
— Size of the element: width 70 mm, length 1250 mm, 
thickness 10 mm, of which 4 mm is the surface layer and 6 
mm the birch p lywood support
— Tongue-and-groove on all 4 sides
— Chamfer on sides only, straight cut at ends
— Pre-polished and to be �nished on site with the 
revolutionary eco-friendly Microresina Technology 
pigmentation and protection cycle, which allows the wo od to 
be stained directly on site, ensures full protection of all joints 
and guarantees colour stability without fading over time
— Eco-friendly protection with low bacterial proliferation
— Suitable as �ooring in bathrooms and on heated 
substrates
— Dynamic surface: thanks to Kerakoll 3-layer Technology 
(K3S) the colour of the �ooring can be changed quickly and 
easily
— Laying of Legno Large is only guaranteed if Kerakoll eco-
friendly, high resistance laying systems are used

Legno +Color Large /   ���
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Legno +Color Large /   ���

Legno+Color Large, the dynamic surface for home redesign
Surfaces in Kerakoll 3-layer Technology Legno+Colo r Large 
are dynamic, because they can be renewed several times: 
once they have been applied the design of your home can be 
changed quickly, by means of a speci�c sanding operation 
followed by application of a new  colour.

Legno+Color Large care and maintenance
Legno+Color Large is an easy-to-clean continuous surface . 
To maintain its beauty, for cleaning and general upkeep, use 
SuperSoap, a neutral detergent with extracts of lavender . 
Refresher, a nourishing wax that protects against scratches 
and general wear, should be used in those areas that are 
subject to more intense tra�c to ensure that the surface 
maintains a uniform a ppearance . In the event of high wear 
the surface can be completely re generated using the Care 
Pro professional treatment . 

Legno+Color Large, easy to retouch
In the event of accidental local spot damage, Legno+Color 
Large can be repaired quickly using Repair Pro professional 
gel or the surface can be recoloured using Recolor stick, 
available in the 10 Warm Collection shades.

The appeal of natural hardwood �oors with the LegnoNat 
�nish
For Large, Medium and Small sizes a natural wood e� ect 
water-based �nishing cycle has been designed tha t gives 
the appearance of freshly planed wood that has not yet b een 
altered by subsequent work processes, recalling the pure, 
essentia l style of �oors from the 1930s . LegnoNat Warm 00 is 
an eco-friendly �nishing cycle tha t guarantees high levels of 
protection from wear and abrasion for hardwood �oors . 
It has a silk-touch e�ect, satin �nish. Soft and silky to touch .

LegnoNat cycle
1st coat
>LegnoNat Base: Natural-e�ect, single component, water-
based preparation coat
2nd and 3rd coat
>LegnoNat Finish: High-performance, water-based 
protective �nish

Redesign of existing hardwood �oors with Microresina 
Legno+Color
The revolutionary Microresina Legno+Color Technology 
allows old hardwood �oors to be renovated with a 
contem porary take, guaranteeing perfect new colouring of 
the wood directly o n site . Available in the 10 colours of the 
Warm collection .

Microresina Legno+Color cycle
1st and 2nd coat
> Microresina Legno+Color Base: Decorative-protective 
water-based polymer matrix layer (to be applied in 2 coats)
3rd coat
> Microresina Legno+Color Finish: High-performance 
water-based protective layer with natural bacteriostatic 
act ion

When redesigning woods other than Oak, Doussie, Beech, 
Afrorm osia, apply Slc Eco Silo-Pur Basic before applying the 
Microresina Legno+Color cycle .

It is also possible to redesign existing hardwood �oors using 
the LegnoNat cycle .

The Kerakoll Under-screed Soundproo�ng Wellness System
Use of the Kerakoll EcoSound 40 regenerated, elasticated �bre 
resilient layer, applied under the screed made using Kerakoll 
Keracem Eco or Kerakoll Keracem Eco Pronto, guarantees a 
soundproofed substrate that reduces impact  noise by up to 40 
dB and increases insulation from air-borne noise by  up to 14 dB.

The Kerakoll Under-�oor Soundproo�ng Wellness System
Use of the Kerakoll EcoSound 24 regenerated cork and 
rubber resilient layer, applied directly under the Legno+Co lor 
Large continuous �ooring, gives a soundproofed surface 
that redu ces impact noise by up to 24 dB .

WR01

WR00

WR03

WR06

Redesign of existing hardwood floors with Microresina Legno+Color .



Legno +Color Medium /   ���

Technical data  
CE marked (UNI EN 14342)
Reaction to fire (EN 13501): Class Cfl-s1

Formaldehyde measurement (EN 13986  / EN 717): Class E1, 
compliant with the recommendations of the World Health 
Organisation
Thermal conductivity: 0.17 W/m K
Biological durability: Class 1-2
FSC 100% certified, in compliance with� EUTR no. 995/2010 
(Timber regulation)
Tested in class A+ for VOC emissions (EN ISO 16000)

Legno+Color Kerakoll 3-layer Technology
Legno+Color Medium is a 3-layer surface designed 
to be decorated and protected on site (300 gr/mq) 
with Microresina, a revolutionary micro-resin that 
penetrates in the wood structure becoming a single 
body . The new material obtained, fruit of an exclusive 
technology developed in the Ke rakoll GreenLab R&D 
laboratories, guarantees high resistance to abrasion  
and a manual colouring without overlaps that allows the 
continuous decoration of all th e surface for an industrially 
irreproducible aesthetic finish .

3-layer Legno+Color Medium flooring system
1st  layer *

> Legno Medium: Solid wood support 50x400x10 mm
2nd layer 
> Microresina Legno+Color Base: Decorative-protective 
water-based polymer matrix layer  (to be applied in 2 coats)
3 rd layer **

> Microresina Legno+Color Finish: High-performance 
water-based protective layer with natural bacteriostatic 
action

* After laying Legno Medium, wait for 4/5 days before applying the 2nd layer, t o 
guarantee maximum stabilisation of the wood .
** For areas subject to high levels of foot traffic it is recommended that a furt her 
coat of Micror esina Legno+Color Finish be applied. .

Legno+Color Medium
Continuous, 3-layer surface comprising solid wooden strips 
that are decorated and protected on site  
Format: 50x400 mm, thickness 10 mm, Chamfer on sides 
and ends 
Texture: hand-crafted wood  
Available in the 10 Warm Collection colours and in the 
natural LegnoNat �nish  (Warm Colour 00)

It is hand made by skilled woodworkers
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exclusive natur e

Intended for:
INTERNAL SURFACES: �oors and coatings such as wood 
panelling
LAYING METHOD: even, continuous gluing only
AREAS OF THE HOME: All
COMMERCIAL & RETAIL SPACES: medium foot tra�c

Product Strengths
— Reinterprets the small industrial format in a contemporary 
manner
— Creation of alligned, brickbond, paneled and diagonal 
laying geometries to enhance the wood and to bette r 
suit new lifestyles and the smaller dimensions of the 
conte mporary living space
— Personalised texture obtained with various cycles of 
facing, sawing, and shaving . The entire work is carried out 
by hand in Italy by wood craftsmen, designed to make every 
element unique and imposs ible to reproduce industrially
— It has a silk-touch e�ect, satin �nish. Soft and silky to 
touch
— Continuous wooden �oor that enhances the laying pattern 
and texture of each single strip

Technical Characteristics
— Cuts of the best Slavonian Oak (Farnian oak plant) with 
extraordinary physical and aesthetic characteristics, 
guaranteeing great stability, strength and better adaptation 
to chan ges in humidity level
— Stabilized 6 months after the drying process
— Size of the element: width 50 mm, length 400 mm, 
thickness 10 mm
— Tongue-and-groove on all 4 sides
— Chamfer on sides and ends
— Solid wood to be �nished on site with the revolutionary 
eco-friendly Microresina (Micro resin) Technology 
pigmentation and protection cycle, which allows the wood to 
be stained dir ectly on site, ensures full protection of all joints 
and guarantees colour stability without fading over time
— Suitable as �ooring in bathrooms and on heated 
substrates
— Dynamic surface: thanks to Kerakoll 3-layer Technology 
(K3S) the colour of the �ooring can be changed quickly and 
easily
— Laying of Legno Medium is only guaranteed if Kerakoll eco-
friendly, high resistance laying systems are used
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Legno+Color Medium, the dynamic surface for redesigning 
the house
Surfaces in Kerakoll 3-layer Technology Legno+Color 
Medium are dynamic, because they can be renewed 
several times: once they have been  applied, the design of 
your home can be changed quickly, by means of a spec ific 
sanding operation followed by application of a new colour .

Care and maintenance of Legno+Color Medium
Legno+Color Medium is an easy-to-clean continuous 
surface . To maintain its beauty, for cleaning and general 
upkeep, use SuperSoap, a neutral deter gent with extracts of 
lavender . Refresher, a nourishing wax that protects against 
scratches and general wear, should be used in those areas 
that are subject to more intense tra�c to ensure that the 
surface maintains a uniform appearance . In the event of high 
wear the surface can be completely regenerated using the 
Care Pro professional treatment . 

Legno+Color Medium, easy to retouch
In the event of accidental local spot damage, Legno+Color 
Medium can be repaired quickly using Repair Pro 
professional gel or the surface can be recoloure d using 
Recolor stick, available in the 10 Warm Collection shades .

The appeal of natural hardwood �oors with the LegnoNat 
�nish
For Large, Medium and Small sizes a natural wood effect 
water-based finishing cycle has been designed that gives 
the appearance of freshly planed wood that has no t yet 
been altered by subsequent work processes, recalling the 
pure, essential style of floors from the 1930s . LegnoNat 
Warm 00 is an eco-friendly finishing cycle that guarantees 
high levels of protection from wear  and abrasion for 
hardwood floors . 
It has a silk-touch effect, satin finish. Soft and silky to 
touch .

LegnoNat cycle
1st coat
> LegnoNat Base: Natural-e�ect, single component , water-
based preparation coat
2nd and 3rd coat
> LegnoNat Finish: High-performance, water-based 
protective �nish

Redesign of existing hardwood �oors with Microresina 
Legno+Color
The revolutionary Microresina Legno+Color Technology 
allows old hardwood floors to be renovated with a 
contemporary take, guaranteeing perfect new colouring of 
the wood directly on site . Available in the 10 colours of the 
Warm collection .

Microresina Legno+Color cycle
1st and 2nd coat
> Microresina Legno+Color Base: Decorative-protective 
water-based polymer matrix layer (to be applied in 2 coats)
3rd coat
> Microresina Legno+Color Finish: High-performance 
water-based protective layer with natural bacteriostatic 
action

When redesigning woods other than Oak, Doussie, Bee ch, 
Afrormosia, apply Slc Eco Silo-Pur Basic before applying the 
Microresi na Legno+Color cycle .

It is also possible to redesign existing hardwood �oors using 
the LegnoNat cycle .

The Kerakoll Under-screed Soundproo�ng Wellness System
Use of the Kerakoll EcoSound 40 regenerated, elasticated � bre 
resilient layer, applied under the screed made using Kerakoll 
Keracem Eco or Kerakoll Keracem Eco Pronto, guarantees a 
soundproofed sub strate that reduces impact noise by up to 40 
dB and increases insulation from air-borne n oise by up to 14 dB

.

WR01

WR03

WR08

Redesign of existing hardwood floors with Microresina Legno+Color .

WR00
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Technical data  
CE marked (UNI EN 14342)
Reaction to fire (EN 13501): Class Cfl-s1 

Formaldehyde measurement (EN 13986  / EN 717): Class E1, 
compliant with the recommendations of the World Health 
Organisation
Thermal conductivity: 0.17 W/m K
Biological durability: Class 1-2
FSC 100% certified, in compliance with� EUTR no. 995/2010 
(Timber regulation)
Tested in class A+ for VOC emissions (EN ISO 16000)

Legno+Color Kerakoll 3-layer Technology
Legno+Color Small is a 3-layer surface designed to 
be decorated and protected on site (300 gr/mq) with a 
revolutionary Microresina that penetrates in  the wood 
structure becoming a single body . The new material 
obtained, fruit of an exclusive technology developed in 
the Kerakoll GreenLab R&D laboratories, guarantees high 
resistance to abrasion and a manual colouring without 
overlaps that allows the continuous decoration of all t he 
surface for an industrially irreproducible aesthetic finish .

3-layer Legno+Color Small flooring system
1st layer *

> Legno Small: Solid wood support measuring 42x300x10 
mm
2nd layer 
> Microresina Legno+Color Base: Decorative-protective 
water-based polymer matrix layer  (to be applied in 2 coats)
3 rd layer **

> Microresina Legno+Color Finish: High-performance 
water-based protective layer with natural bacteriostatic 
action

* After laying Legno Small, wait for 4/5 days before applying the 2nd layer, to  
guarantee maximum stabilisation of the wood .
** For areas subject to high levels of foot traffic it is recommended that a furt her 
coat of Micror esina Legno+Color Finish be applied. .

Legno+Color Small
Continuous, 3-layer surface comprising solid wooden 
strips that are decorated and protected on site  
Format: 42x300 mm, thickness 10 mm, Chamfer on sides 
and ends 
Texture: hand-crafted wood  
Available in the 10 Warm Collection colours and in the 
natural LegnoNat finish  (Warm Colour 00)

It is hand made by skilled woodworkers
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exc lusive nature

Intended for:
INTERNAL SURFACES: floors and coatings such as wood 
panelling
LAYING METHOD: even, continuous gluing only
AREAS OF THE HOME: All
COMMERCIAL & RETAIL SPACES: medium foot traffic

Product Strengths
— A small and exquisite size that lends a contemporary 
style to h erringbone flooring, an all-time classic of the 
Italian parquet  tradition
— Creation of herringbone, alligned, brickbond and 
diagonal laying geometries to enhance the wood and to 
better suit new lifestyles and the smaller dimensions of the 
contemp orary living space
— Personalised texture obtained with various cycles of 
facing, sawing, and shaving . The entire work is carried out 
by hand in Italy by wood craftsmen, designed to make every 
element unique and impossible to reproduce industrially
— It has a silk-touch effect, satin finish. Soft and silky
to touch
— Continuous wooden floor that enhances the laying 
pattern and texture of each single stri p

Technical Characteristics
— Cuts of the best Slavonian Oak (Farnian oak plant) with 
extraordinary physical and aesthetic  characteristics, 
guaranteeing great stability, strength and better adaptation to 
changes in humidity level
— Stabilized 6 months after the drying process
— Size of the element: width 42 mm, length 300 mm, thickness 
10 mm
— Tongue-and-groove on all 4 sides
— Chamfer on sides and ends
— The number of right hand and left hand elements in the 
boxes is divided proportionately, to allow creat ion of Italian 
herringbone
— Solid wood to be �nished on site with the revolutionary eco-
friendly Microresina (Micro resin) Technology pigme ntation 
and protection cycle, which allows the wood to be stained 
directly on site , ensures full protection of all joints and 
guarantees colour s tability without fading over time
— Suitable as �ooring in bathrooms and on heated substrates
— Dynamic surface: thanks to Kerakoll 3-layer Technology 
(K3S) the colour of the �ooring can be changed quickly and 
easily
— Laying of Legno Small is only guaranteed if Kerakoll ec o-
friendly, high resistance laying systems are used
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Legno+Color Small, the dynamic surface for redesigning 
the house
Surfaces in Kerakoll 3-layer Technology Legno+Color Small 
are dynamic, because they can be renewed several times: 
once they have been  applied, the design of your home 
can be changed quickly, by means of a spec ific sanding 
operation followed by application of a new colour .

Care and maintenance of Legno+Color Small
Legno+Color Small is an easy-to-clean continuous surface . 
To maintain its beauty, for cleaning and general upkeep, use 
SuperSoap, a neutral detergent with extracts of lavender . 
Refresher, a nourishing wax that protects against scratches 
and general wear, should be used in those areas that are 
subject to more intense traffic to e nsure that the surface 
maintains a uniform appearance . In the event of high wear 
the surface can be co mpletely regenerated using the Care  
Pro professional treatment . 

Legno+Color Small, easy to retouch
In the event of accidental local spot damage, Legno+Color 
Small can be repaired quickly using Repair Pro professional 
gel or the surface can be recoloured using Recolor stick, 
available in the 10 Warm Collection shades.

The appeal of natural hardwood �oors with the LegnoNat 
�nish
For Large, Medium and Small sizes a natural wood effect 
water-based finishin g cycle has been designed that gives 
the appearance of fres hly planed wood that has not yet 
been altered by subsequent wo rk processes, recalling the 
pure, essential style of floors from the 19 30s . LegnoNat 
Warm 00 is an eco-friendly finishing cycle that guarantees 
high levels of protection from wear and abrasion for 
hardwood floors . 
It has a silk-touch effect, satin finish. Soft and silky to 
touch .

LegnoNat cycle
1st  coat
> LegnoNat Base: Natural-effect, single component , 
water-based preparation coat
2nd and 3rd coat
> LegnoNat Finish: High-performance, water-based 
protective finish

Redesign of existing hardwood �oors with Microresina 
Legno+Color
The revolutionary Microresina Legno+Color Technolo gy 
allows old hardwood floors to be renovated with a 
contemporary take, guaranteeing perfect new colouring of 
the wood directly on site . Available in the 10 colours of the 
Warm collection

Microresina Legno+Color cycle
1st and 2nd coat
> Microresina Legno+Color Base: Decorative-protective 
water-based polymer matrix layer (to be applied in 2 coats)
3rd coat
> Microresina Legno+Color Finish: High-performance 
water-based protective layer with natural bacteriostatic 
action

When redesigning woods other than Oak, Doussie, Beech, 
Afrormosia, apply Slc Eco Silo-Pur Basic before applying the 
Microresina Legno+Color cycle .

It is also possible to redesign existing hardwood �oors using 
the Legn oNat cycle .

The Kerakoll Under-screed Soundproo�ng Wellness System
Use of the Kerakoll EcoSound 40 regenerated, elasticated �bre 
resilient layer, applied under the screed made using Kerakoll 
Keracem Eco or Kerakoll Keracem  Eco Pronto, guarantees a 
soundproofed substrate that reduces impact  noise by up to 40 
dB and increases insulation from air-borne noise by up to 14 dB

WR02

WR00

WR07

WR10

Redesign of existing hardwood floors with Microresina Legno+Color .
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Wallcrete
Continuous 2-layer covering, thickness 3 mm  
Texture: trowled cement texture  
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are 
proof of its refined and exclusive nature

Intended for:
INTERNAL SURFACES: coatings, showers, shelves, 
worktops and other architectural elements
AREAS OF THE HOME: all, including coating of shower 
interiors (with the insertion of Wallcrete Aq uastop 
waterproofing)
COMMERCIAL SPACES: all, including coatings of shower 
interiors (with the insertion of Wallcrete Aquastop 
waterproofin g)

Product Strengths
— High aesthetic impact surface that enhances the 
material texture of the cement
— Texture that features irregularities, marbling and 
vibrations in the material that are the fruit of imperfections 
typical of hand-crafted products
— Coating that gives great depth and offers surprising light 
refraction effects
— Matt finish
— It redefines the style and design of rooms, cre ating a 
fascinating and elegant atmosphere
— The finish is warm, soft and silky to the touch

Technical Characteristics
— Kerakoll 2-layer Technology (K2S) with Wallcrete ensures 
high performance in ter ms of resistance, non-absorbency 
and lightness
— Dynamic surface: thanks to Kerakoll 2-layer Technology 
(K2S) the colour of the covering can be changed quickly and 
easily, again and again
— Eco-friendly, water based and extremely low 
environmental impact
— Safeguards the health of both people and the 
environment
— Ideal for very thin coating of existing surfaces  
— Can be applied over existing tiles without demolition

Technical data
CE marked (EN 1504-2) 
Scratch resistance (ISO 1518 Clements Test): 2 kg (excellent)
Chemical resistance (EN 12720): Class 5 (excellent), 
stain-proof and resistant to detergents and aggressive 
substances
Health and safety (EN 71-3): Compliant, not dangerous in 
contact with a child’s mouth
Suitable for covering environments intended for food 
preparation (HACCP UNI 11021-2002): Compliant
Reaction to fire (EN 13501): Classe Bs1–d0

Kerakoll 2-layer Technology in just 3 mm of thickness
Wallcrete is an innovative material, the fruit of exclusive 
tec hnology developed at the Kerakoll GreenLab R&D 
laboratories, which has resulted in a 2-layer surface just 3 
mm in thickness .

2-layer Wallcrete covering system
1st  layer 
>  Wallcrete: Texturizing �nishing layer in cement-polymer 
matrix reinforced with glass-�bre mesh (Net 90)  
2nd layer 
> Microresina Wall: New generation micro resin water-
based polymer matrix layer (to be applied in 3 coats)

Wallcrete, the dynamic surface for redesigning the hous e
Surfaces in Kerakoll 2-layer Technology Wallcrete  are 
dynamic, because they can be renewed an infinity of times: 
Once they have been applied the design of your home can 
be changed quickly, by means of a l ight sanding operation 
followed by application of a new coloured mic rofilm .

Wallcrete, easy to retouch
In the event of accidental local spot damage, Wallcrete can 
be repaired quickly using Repair Pro professional gel or the 
surface can be recoloured using Recolor stick, available in 
the 10 Warm Collection shades .
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Kerakoll 2-layer Technology in just 2 mm of thickness
Wallpaper is an innovative material, the fruit of exclusive 
tec hnology developed at the Kerakoll GreenLab R&D 
laboratories, which has resulted in a 2-layer surface just 2 
mm in thickness .

2-layer Wallpaper covering system
1st  layer *

> Wallpaper: Polymer matrix texturizing �nishing layer  
2nd layer 
> Microresina Wall: New generation micro resin water-
based polymer matrix layer  (to be applied in 3 coats)

Wallpaper, the dynamic surface for redesigning the house
Surfaces in Kerakoll 2-layer Technology Wallpaper are 
dynamic, because th ey can be renewed an infinity of times: 
once they have been applied the design of your home can 
be changed quickly, by means of a light sanding oper ation 
followed by application of a new coloured microfilm .

Wallpaper, easy to retouch
In the event of accidental local spot damage, Wallpaper can 
be repaired quickly using Repair Pro professional gel or the 
surface can be recoloure d using Recolor stick, available in 
the 10 Warm Collection shades.

* When used over old tiles, apply Wallzero before applying Wallpaper .
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Wallpaper
Continuous 2-layer covering, thickness 2 mm
Texture: superflat
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are 
proof of its refined and excl usive nature

Intended for:
INTERNAL SURFACES: coatings on columns, shelves and 
other architectural elements
AREAS OF THE HOME: all, excluding shower interiors
COMMERCIAL SPACES: all, excluding shower interiors

Product Strengths
— Surface with a clean, essential appeal that gives great 
functionality to walls
— Coating with surprising light refraction properties that 
create an elegant, minimalist atmosphere with great formal 
purity  
— Impalpable texture, soft and silky to the touch  
— Matt finish

Technical Characteristics
— Kerakoll 2-layer Technology (K2S) with Wallpaper ensures 
high performance in term s of resistance, non-absorbency, 
cleanability and lightness
— Dynamic surface: thanks to Kerakoll 2-layer Technology 
(K2S) the colour of the covering can be changed quickly and 
easily, again and again
— Eco-friendly, water based and extremely low 
environmental impact
— Safeguards the health of both people and the 
environment
— Ideal for very thin coating of existing surfaces  

Technical data
CE marked (EN 1504-2) 
Scratch resistance (ISO 1518 Clements Test): 2 kg (excellent)
Chemical resistance (EN 12720): Class 5 (excellent), 
stain-proof and resist ant to detergents and aggressive 
substances
Health and safety (EN 71-3): Compliant, not dangerous in 
contact with a child’s mouth
Suitable for covering environments intended for food 
preparation (HACCP UNI 11021-2002): Compliant
Reaction to fire (EN 13501): Classe Bs1–d0
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Microresina
Microresina is an eco-friendly decorative and protective 
micro resin for redesign of existing floors
Extra matt finish and silk-touch effect
Available in the 10 colours of the Warm collection

Hand made by skilled decorators

Intended for:
INTERNAL SURFACES: floors and staircases 
AREAS OF THE HOME: All
COMMERCIAL & RETAIL SPACES: medium foot traffic

Product Strengths
— Elastic microfilm used to redesign existing floors . It 
covers the decoration and enhances patterns, textures and 
irregularities to give rooms a fresh,  contemporary look
— It decorates and protects existing floorings a nd joints, 
transforming them into continuous surfaces that are 
com pletely non-absorbent, hygienic and safe
— Renews floors with elegance and simplicity
— Extra matt finish
— Silk-touch effect, soft and silky to the touch

Technical Characteristics
— Kerakoll Microresina Technology guarantees high 
performance in terms of durability, adhesive power, 
elasticity and excellent coverage in a micro-thickness
— Applicable to any type of ceramic flooring, without 
demolition
— Perfect adhesion to single and double-fired ceramics, 
porcelain tiles, glass mosaic, cotto, natural stone mar ble 
and floorings in cement
— Dynamic surface: thanks to Kerakoll Microresina 
Technology the colour of the flooring can be changed 
quickly an d easily, again and again
— Eco-friendly, water based and extremely low 
environmental impact
— Safeguards the health of both people and the 
environment
— Easy to use

Technical data
CE mark (EN 13813) 
Adhesion test (DIN 53151/ISO 2409/ASTM D 3359): 100% on 
ceramic tiles and paints
Surface wear (ASTM D 4060): 18 mg with CS17/1kg/1000rpm
Test for bacterial growth (ISO 22196): Bacteriostatic , no 
growth
VOC (EN ISO 16000): Very low emissions, compliant with 
AgBB1
Underfloor heating (EN 1903): Compliant 
Reaction to fire (EN 13501): Class Bfl-s1 
Antiskid (DIN 51130): R9
Antiskid (DIN 51097): Classe B (con Microresina Xtreme Grip)
Health and safety (EN 71-3): Compliant, not dangerous in 
contact with a child’s mouth
Suitable for covering environments intended for food 
preparation (HACCP UNI 11021-2002): Compliant

Kerakoll Microresina Technology in a micro-thickness  
Kerakoll Microresina Technology in a micro-thickness  
Microresina Wall is an innovati ve and completely new 
material, the fruit of exclusive technology developed at the  
Kerakoll GreenLab R&D laboratories, which has resulted in a 
revolutionary eco-friendly microfilm that allows any coating 
to be renewed with ease .

Microresina Floor cycle
1st layer
> Microresina Zero: New generation, coloured water-based 
micro-resin base coat for red esigning of existing �oorings
2nd layer
> Microresina: New generation, coloured, water-based 
micro-resin for redesigning of ex isting �oorings
3 rd layer
> Microresina Xtreme: New generation, transparent, 
protective, water-based micro-resin for redesigning of 
existing �oorings

Microresina, the dynamic surface for redesigning the house
Surfaces in Kerakoll Microresina Technology are dynamic, 
because they can be renewed an infinity of times: once they 
have been applied the design of your home c an be changed 
quickly, by means of a light sanding operation followed by 
application of a new coloured microfilm . 

Microresina, easy to retouch
In the event of accidental local spot damage, Microresi na 
can be repaired quickly using Repair Pro professional gel or 
the surface can be recolou red using Recolor stick, available 
in the 10 Warm Collection shades.
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Microresina Wall
Microresina is an eco-friendly decorative and protective 
micro resin for redesign of existing ceramic coverings
Extra matt finish and silk-touch effect
Available in the 10 colours of the Warm collection

Hand made by skilled decorators

Intended for:
INTERNAL SURFACES: coverings 
AREAS OF THE HOME: All
COMMERCIAL SPACES: all

Product Strengths
— Elastic microfilm used to redesign old ceramic coatings . 
It covers the decoration and enhances patterns, textur es 
and irregularities to give rooms a fresh, contemporary look
— It decorates and protects existing ceramic coatings and 
joints, tr ansforming them into continuous surfaces that are 
completely non-absorbent, hygienic and safe
— Extra matt finish
— Silk-touch effect, soft and silky to the touch

Technical Characteristics
— Kerakoll Microresina Technology guarantees high 
performance in terms of resistance, adhesive power, 
elasticity and excellent coverage in a micro-thickness
— Applicable to any type of ceramic coating, without 
demolition  
— Perfect adhesion to single and double-fired ceramics, 
porcelain tiles, glass mos aic and on wood panelling and 
timber panels
— Dynamic surface: thanks to Kerakoll Microresina 
Technology the colour of the covering can be change d 
quickly and easily, again and again
— Eco-friendly, water based and extremely low 
environmental impact
— Safeguards the health of both people and the 
environment
— Easy to use

Technical data
CE marked (EN 1504-2) 
Adhesion test (DIN 53151/ISO 2409/ASTM D 3359): 100% on 
ceramic tiles and paints
Scratch resistance (ISO 1518 Clements Test): 2 kg (excellent)
Chemical resistance (EN 12720): Class 5 (excellent), stain-proof 
and resistant to detergents and aggressive substances
Health and safety (EN 71-3): Compliant, not dangerous in 
contact with a child’s mouth
Suitable for covering environments intended for food 
preparation (HACCP UNI 11021-2002): Compliant

Kerakoll Microresina Wall Technology in a micro-thickness  
Microresina Wall is an innovative and completely new 
material, the f ruit of exclusive technology developed at the 
Kerakoll GreenLab R&D laborator ies, which has resulted in a 
revolutionary eco-friendly microfilm that a llows any coating 
to be renewed with ease .

Microresina Wall Coating Cycle
1st  coat
> Keragrip Ecopulep: Eco-friendly, adhesion promoter for 
non-absorbent substrates
2nd, 3rd and 4th  coat
> Microresina Wall: New generation, water-based polymer 
matrix micro resin  

Microresina Wall, the dynamic surface for redesigning the 
house
Surfaces in Kerakoll Microresina Wall Technology are 
dynamic, because they can be renewed an infinity of times: 
once they have been applied the design of your home c an 
be changed quickly, by means of a light sanding operation 
followed by application of a new coloured microfilm . 

Microresina Wall, easy to retouch  
In the event of accidental local spot damage, Microresina 
Wall can be repaired quickly using Repair Pro professional 
gel or the surface can be recoloured using Recolor stick, 
available in the 10 Warm Collection shades.
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Paint
Highly breathable, decorative oily mineral paste, active 
against mould and fungi and resistant to bacterial 
proliferation  
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are proof 
of its re�ned and exclusive nature

Intended for:
INTERNAL/EXTERNAL SURFACES: ceilings, walls
AREAS OF THE HOME: all, excluding shower interiors and 
kitchen wall/�oor units
COMMERCIAL SPACES: all, excluding shower interiors and 
kitchen wall/�oor units

Product Strengths
— Water-based oily paste with the addition of pig ments
— The innovative formulation enables various textures to 
be obtained: gives  an ultra�ne lined e�ect modelled by 
passing the brush, which give extremely re�ned and elegant 
environments, to a textile e�ect obtained  by passing the 
brush again vertically over the ultra�ne line, t o a lovely glaze 
e�ect that enhances the consistency of the plaster
— High coverage, matt e�ect paint
— Beautiful consistency, soft and smooth to the touch

Technical Characteristics
— Mineral, eco-friendly decoration
— Can be re-applied and re-touched an in�nity of times
— EasyClean Tech, easy to clean
— Highly breathable, it leaves walls free to breath and 
sanitises walls and ceil ings
— Active against mould and fungi
— Resistant to bacterial proliferation
— Safeguards the health of both people and the environment
— Easy to apply

Technical data
Wash resistance (UNI 10560): > 10,000 cycles 
Permeability to water vapour (EN ISO 7783-2): Class V1, highly 
breathable
Permeability to liquid water (EN 1062-3): Class W3, extremely 
low dirt collection
Reaction to fire (EN 13501): Classe Cs1–d0

(Paint Textile e�ect)

Paint Technology  
Paint is an innovative material, the fruit of exclusive 
technology developed at  the Kerakoll GreenLab R&D 
laboratories, which has resulted in an oily paste that has no 
equals among other decorative materials .

Paint decorative cycle  
Glaze e�ect
1st and 2nd coat  
>  Paint: Decorative oily paste diluted 20%
Ultra�ne lined e�ect
1st coat
>  Paint: Decorative oily paste diluted 20%
2nd coat
>  Paint: Decorative oily paste used pure and applied 
horizontally
Textile e�ect
1st coat  
>  Paint: Decorative oily paste diluted 20%
2nd coat
>  Paint: Decorative oily paste used pure and applied 
horizontally
3rd coat
>  Paint: Decorative oily paste used pure and applied 
vertically
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Patina
Highly breathable, naturally bacteriostatic and fungistatic 
natural ‘worn-out’ look’ plaster
Available in the 10 colours of the Warm collection

Hand made by skilled decorators
Distinctive marks and irregularities in the surface are 
proof of its refined and exclusive nature

Intended for:
INTERNAL SURFACES: walls
AREAS OF THE HOME: all, excluding shower interiors and 
kitchen wa ll/floor units  
COMMERCIAL SPACES: all, excluding shower interiors and 
kitchen wall/floor units

Product Strengths
— It gives environments an ‘old-look’ style with great 
personality, creating a sense of unfinished and imperfect, 
that clothes the walls with  charm and attraction  
— Simulates the effect of passing time that, by leaving 
the characteristic patina, fades the  original colours, gives 
unexpected nuances or brings to the surface lay ers of 
plaster  
— High aesthetic quality texture, soft to the touch, fea turing 
ripples, marbling and vibrations in the material that are the 
fruit of im perfections typical of hand-crafted products  

Technical Characteristics  
— Mineral, eco-friendly decoration
— Contains raw materials of only natural origin  
— Breathable, it leaves walls free to breath and dilutes 
indoor pollutants
— Bacteriostatic and fungistatic product
— Safeguards the health of both people and the 
environment
— Easy to apply

Technical data
Mineral product (DIN 18363): Compliant
Bacterial proliferation test (CSTB method): Naturally 
bacteriostatic and fungistatic, classified B+ and F+
Reaction to fire (EN 13501): Classe Cs1–d0

Patina Technology  
Patina is an innovative material, the fruit of exclusive 
technology developed at the Kerakoll GreenLab R&D 
laboratories, which has resulted in a mineral plaster that 
has no equals among other decorative m aterials .

Patina decorative cycle
1st  coat
> Patina Base: Universal mineral coat  
2nd and 3rd coat
> Patina: Highly breathable mineral ‘old-look’  plaster  
4 th  coat
> Patina Finish: Water-based impregnating wax



Decor
HydroRapid technology universal, eco-friendly, decorative 
and protective glaze
Extra matt finish and silk-touch effect
Available in the 10 colours of the Warm collection

Hand made by skilled decorators

Intended for:
INTERNAL SURFACES: Decoration of doors, windows 
frames (including externally), lighting and heating elemen ts, 
columns, grilles and fittings
AREAS OF THE HOME: All
COMMERCIAL SPACES: all

Product Strengths
— Guarantees the chromatic continuity of floors and walls 
with window frames, lighting and heating elements and 
fittings
— Brings out the texture and enhances the shape o f the 
decorated element
— Extra matt finish
— Silk-touch effect, soft and silky to the touch

Technical Characteristics  
— Kerakoll HydroRapid Technology based on new 
generation water-based acrylic resins guarantees superior 
performance with low environmental impact and rapid 
drying, becoming ‘to uch dry’ in just 2 hours
— High adhesive power, elastic and high coverage
— Perfect adhesion to any support, whether wooden, metal, 
PVC, plaster and finishing product, concrete, plas terboard, 
plaster and plywood panels
— Safeguards the health of both people and the 
environment
— Can be applied with a brush, roller, spray gun

Technical data
Adhesion test (DIN 53151/ISO 2409/ASTM D 3359): 100% on 
iron, galvanised steel, wood and PVC
Health and safety (EN 71-3): Compliant, not dangerous in 
contact with a child’s mouth

Decor Technology  
Decor is an innovative material, the fruit of exclusive 
technology developed at the K erakoll GreenLab R&D 
laboratories, which has resulted in a universa l HydroRapid 
glaze that has no equals among other decorative materials .

Decor decorative cycle
1st  and 2nd coat
> Decor: HydroRapid Technology universal decorat ive glaze

Decor /   ��
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Invisibile /   �

Invisibile
Hand-worked and painted wooden skirting board strip, 
designed to co-ordinate with the same wall colour
Available in the 10 colours of the Warm collection

Intended for:
INTERNAL SURFACES: walls
AREAS OF THE HOME: All
COMMERCIAL SPACES: all

Product Strengths
— Designed to blend in with walls, enhancing their clean 
lines and forms
— Minimalist design shape and dimensions
— Hand-crafted 

Technical Characteristics
— Sizes: 30x10 mm 
— Stabilised wood strips
— Damp-proofing treatment on the back

Application of Invisibile
Invisibile is applied using nails and Nanosil Eco, eco-friendly 
neutral silane sealant  
Any re-touching is carried out using Recolor

30 mm

10 mm
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